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Customer-built housings

Standard linear bushings

Securing with DIN 471 retaining rings Securing with DIN 472 retaining rings

Secured with metal case2) Axial securing by bolts and locking washers

1) Not in accordance with DIN 471.

Securing
Standard linear bushings, closed, 
adjustable

 – Retaining rings
 – Metal case
 – Special design

Shaft DIN 471 retaining rings DIN 472 retaining rings
Ø d Material number Dimensions Material number Dimensions

(mm) (mm) (mm)

5 R3410 712 00 12x1 R3410 207 00 12x1
8 R3410 713 00 16x1 R3410 208 00 16x1

10 R3410 763 00 19x1.2 R3410 221 00 19x1
12 R3410 714 00 22x1.2 R3410 209 00 22x1
16 R3410 715 00 27x1.21) R3410 210 00 26x1.2
20 R3410 716 00 33x1.51) R3410 211 00 32x1.2
25 R3410 717 00 42x1.75 R3410 212 00 40x1.75
30 R3410 718 00 48x1.75 R3410 213 00 47x1.75
40 R3410 719 00 62x2 R3410 214 00 62x2
50 R3410 720 00 75x2.5 R3410 215 00 75x2.5
60 R3410 721 00 90x3 R3410 216 00 90x3
80 R3410 722 00 120x4 R3410 217 00 120x4

2) See customer-built housings of super linear bushings a and b for material numbers and 
dimensions.
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Standard linear bushings, open
 – Locating hole dimensions

Open standard linear bushings come 
with a locating hole. It allows for axial 
and radial securing.
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Dimensions (mm) Locating screw Weight
Shaft Material 

number
Tightening 
torque

(Nm)
Ø d L K2 L1 L2 L3 L4 D1 D2 D3 D4 d2 dk d1 l l1 k s

min. +0.2 min. +0.1 H13 H13 (g)

20 25.50–0.10 – 8.5+0.2 6.5 1.3 2.5 3.1 M4 4.5 8 M4 7.6 3 10.15 5.7 2.2 2.5 R3429 009 01 1.9 1.4
25 33.05–0.10 1.5 10.0+0.2 8.0 2.0 3.2 3.1 M4 4.5 8 M4 7.0 3 14.10 6.5 2.8 2.5 R3427 009 09 1.9 1.8
30 36.00–0.15 2.0 10.0+0.2 8.0 2.0 3.2 3.1 M4 4.5 8 M4 7.0 3 14.10 6.5 2.8 2.5 R3427 009 09 1.9 1.8
40 42.90–0.15 1.5 10.0+0.2 8.0 2.0 3.2 3.1 M4 4.5 8 M4 7.0 3 14.10 6.5 2.8 2.5 R3427 009 09 1.9 1.8
50 58.50–0.20 2.5 17.5+0.5 13.5 3.7 6.0 5.1 M8 9.0 15 M8 13.0 5 22.80 12.5 5.0 5.0 R3427 005 09 16.0 11.1
60 71.50–0.25 2.5 17.5+0.5 13.5 3.7 6.0 5.1 M8 9.0 15 M8 13.0 5 29.70 12.5 5.0 5.0 R3427 006 09 16.0 12.2
80 85.50–0.25 2.5 17.5+0.5 13.5 3.7 6.0 5.1 M8 9.0 15 M8 13.0 5 29.70 12.5 5.0 5.0 R3427 006 09 16.0 12.2

Standard linear bushings

Customer-built housings
Shaft diameter 20 Shaft diameter 25

Shaft diameters 30, 40, 50, 60, 80

Shaft diameters 25, 30, 40, 50, 60, 80Shaft diameter 20
Locating screws are self-locking.
Locating screws 

 – Secured with locating screw

Note on installation:
• Open standard linear bushings come 

with the necessary locating hole.
• During installation, the locating hole in 

the linear bushing is aligned with the 
pin hole in the housing. The locating 
screw is then screwed in and tight-
ened to the specified torque.



Bosch Rexroth AG Linear bushings | R999000488 

Axial securing

Torsional securing

 – Axial securing by bolts and locking 
washers, as well as torsional securing 
with pin or washers.


